1/2” OF GROUT OVER
FOUR INCH BRICK
COURSE AT EACH
END OF CASING.

1" STEEL BAND

IIJIpUSE I
Ve

PUSH—ON SINGLE

HARNESS LUGS
WELDED TO CASING
BOTH ENDS. TIE RODS

AND CLAMPS

R

GASKET OR
MECHANICAL
JOINT DUCTILE
IRON CARRIER
PIPE.

i
L
REDWOOD RUNNER

SLED DETAIL

STEEL CASING PIPE
(SEE TABLE BELOW
FOR SIZE AND WALL
THICKNESS).

CARRIER PIPE

N

NOTES:
1 -

)
0

RUNNER LENGTH TO BE
75% OF LAYING LENGTH.

CASING LENGTH IS MIN. OF

18 FEET. CONCRETE
ENCASEMENT OF SEWER SHALL
EXTEND A DISTANCE OF

10 FEET HORIZONTALLY AND
PERPENDICULAR TO EITHER SIDE
OF THE WATER MAIN.

HARNESS LUGS TO BE
INSULATED FROM D.I. PIPE.

2 —

3 -

STEEL CASING PIPE

90
TREATED
1” STEEL BANDS REDWOOD
(3 PER SLED) RUNNER
CARRIER PIPE CASING PIPE I\'gILIJ\I'\III\'/\IIEg NOTES:
NOMINAL DIA. MIN. O.D. MIN. 1. NEOPRENE OR PVC RUNNERS
N —— e
. x 4 2‘) TRENCH LAID CASINGS SHALL
ozr | 7w B DESGNED NG WSTALLLD
12”7 22" 0.344" 27 x 4" '
16” 28" 0.406” 2" x 6"
20” 32”7 0.469” 2" x 6"
REVISED:

STANDARDS &
SPECIFICATIONS

DRAWING NO. 200—08

BORE CASING
DETAIL
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